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REDUCED PRESSURE
PRINCIPLE DEVICE

4" VENT TO ROOF

LOW VOLTAGE FLOAT SWITCH

FOR PUMP

— 4" GRAYWATER INLET
5'~0" INVERT ELEVATION

S

TWO (2) 2” VENTS

ME150 208 VAC SINGLE PHASE PUMP
MER FLOAT SWITCH

S YSTEMS, I NZC.

REWATER SYSTEMS, INC.

208 VAC SINGLE PHASE

REWATER CONTROLLER

REWATER RELAY JUNCTION BOX

120/208 VAC 4/10

2" COPPER
FRESH WATER MAIN

4" SCHEDULE 40
PVC PRESSURIZED

2" WYE FILTER
3—WAY VALVE W/24 VAC ACTUATOR

2" SUPPLEMENTAL IRRIGATION VALVE

SAND FILTER VESSEL WITH 100 LBS.
OF POLISHED P GRAVEL AND
200 LBS. OF 16 GRIT SAND

JENSEN PRECAST W-68 PARKWAY
VAULT WITH STEEL COVERS

GRAYWATER

BACKWATER VALVE —

4" PVC RETURN TO SEWER

4" C.I. OUTLET OVERFLOW DRAIN
750 GAL. CONCRETE TANK

GRAYWATER SYSTEM NOTES:

1- THE INSTALLER OF THE GRAYWATER SYSTEM SHALL PROVIDE AN OPERATION AND MAINTENANCE MANUAL TO THE OWNER OF THE SYSTEM.
2- ALL GRAYWATER PIPING SHALL BE MARKED AS FOLLOWS: "DANGER -UNSAFE WATER".

3- THE CONTRACTOR SHALL INSTALL THE FOLLOWING LABEL ON THE SURGE TANK:

"GRAYWATER IRRIGATION SYSTEM, DANGER-UNSAFE WATER".

VR P, o4 B (1) ENLARGED GRAYWATER FILTRATION SYSTEM BY REWATER

TEL: (805)262—-2954

2" BACKWASH VALVE
2" NON—-RESETTABLE

WATER METER

750

P.0.C TO IRRIGATION TO EXTEND 5'-0"
COORDINATE WITH LANDSCAPE CONTRACTOR

GALLON

COMMERCIAL SEPTIC TANK
MODEL JP780
TRAFFIC RATED

ACCEPTED BY UPCg

24" CAST IRON FRAME & COVER
WITH GASKET. TWO STANDARD

VEW
CUTAWAY 12

WHEN SUBJECT ps
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l—-2432 RISER-3", 6" OR 12"
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INLET

INVERT P
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4"PVC INLET
& OUTLET PIPE
AND FITTINGS
STANDARD

24" DIA.

CLEAR OPENING

-
EACH END — r————-”———'
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(COVERS & RISERS REMOVED)

®LIQUID CAPACITY: 750 GALLONS
B TANK DESIGNED FOR H—20 TRAFFIC

WHEEL LOAD WITH DRY

SOIL CONDITIONS (WATER TABLE BELOW TANK)
EARTH COVER OVER TANK NOT TO EXCEED 6 FT.

B SUITABLE NATIVE OR SUB-BASE SHALL BE PREPARED TO HANDLE ANTICIPATED LOADS.
THE EXCAVATION SHALL BE BEDDED WITH SUITABLE GRANULAR MATERIAL AND SHALL
BE COMPACTED TO 90% MAXIMUM DRY DENSITY, OR TO REQUIREMENTS OF THE PROJECT

GEOTECHNICAL ENGINEER.

SUPPORT@REWATER.COM CAUTION: This system was designed by ReWater for a specific project that included numerous factors not found on other sites. It is not suitable for any other project and may not be used as such. It is only provided to understand how a particular type of ReWater system flows.

WWW.REWATER.COM

MINIMUM EXCAVATION SIZE:
5-0" X 91" X DEPTH REQD.
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