REWATER RELAY JUNCTION BOX
1" CONDUIT, 230 VAC 1-PHASE TO GREYWATER PUMP, 3/10

1" CONDUIT, 230 VAC 1-PHASE FROM SOURCE, 3/10

1" CONDUIT, 230 VAC 1-PHASE TO PUMP, 3/10

JANDY LEVELOR ELECTRONIC WATER FILL
SYSTEM 120 VAC AUTOMATED CONTROL BOX \h

1" CONDUIT

24 VAC CONTROL WIRE FOR
SOLENOID VALVE

1-1/2" FILLER VALVE

POTABLE
WATER FLOW
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106-GALLON, FIBERGLASS SUPPLEMENTAL

WATER TANK (
FE MYERS P102, 1HP, 230 VAC 1-PHASE

3-WAY VALVE WITH ACTUATOR

ZURN Z1185-10, LINT INTERCEPTOR

REWATER
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REWATER CONTROLLER
1" CONDUIT, 120 VAC, 3/12

1" CONDUIT LOW VOLTAGE

1-1/2" CONDUIT, LOW VOLTAGE TO IRRIGATION
1" CONDUIT, TO FLOAT SWITCH IN TANK, 2/14

2" SCHEDULE 40

24 VAC CONTROL WIRE FOR
SOLENOID VALVE

3-WAY VALVE WITH ACTUATOR

SAND FILTER VESSEL
WITH 75 LBS. OF POLISHED
PEA GRAVEL AND 100 LBS.
OF 16 GRIT SAND

24 VAC CONTROL WIRE FOR
SOLENOID VALVE

2" SWING CHECK VALVE

2" IRRIGATION P.O.C.

4" C.I. SWING CHECK VALVE
(PROVIDE ACCESS AT SURFACE)
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FLOW TO SEWER —
4" C.\. PIPE

— TRAFFIC RATED VAULT, JENSEN PRECAST

216-GALLON FIBERGLASS GREYWATER TANK

FE MYERS P102, 1HP, 230 VAC 1-PHASE

-

REWATER AUTOMATIC FILTER SYSTEM WITH
- LINT INTERCEPTOR, LA COMPLIANT

EVERY REWATER® SYSTEM IS ENGINEERED FOR A SPECIFIC LANDSCAPE. THIS DRAWING REPRESENTS THE FILTER AND ELECTRONICS PORTION OF A REWATER® SYSTEM FOR A SPECIFIC LANDSCAPE,
AND IT DOES NOT SHOW THE MANDATORY REWATER® DRIP IRRIGATION NETWORK. IT MAY OR MAY NOT BE CORRECT FOR ANY OTHER LANDSCAPE. ONLY REWATER® CAN DETERMINE THE CORRECT
TANK SIZES, PUMPS, PIPING, AND FILTER REQUIREMENTS FOR ANY PARTICULAR LANDSCAPE. THIS DRAWING AND ITS COPYRIGHT ARE OWNED BY REWATER® SYSTEMS. ALL RIGHTS RESERVED.

CAUTION: This system was designed by ReWater for a specific project that included numerous factors not found on other sites. It is not suitable for any other project and may not be used as such. It is only provided to understand how a particular type of ReWater system flows.
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